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Cross-Section Knaften 300 Gold Zone 
Looking NW

Drill Rig on Hole KN18-07

OPEN – No Previous Drilling

Over  burden
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A: Hole KNA01001 grading 2.1 g/t Au over 14m was drilled at an azimuth of 320 degrees
B: Hole 96009 grading 3.4 g/t Au over 10.8m was drilled at an azimuth of 320 degrees
C: Hole 200707 grading 3.2 g/t Au over 10m was drilled at an azimuth of 270 degrees

Most of the historic holes were drilled towards the west and north-west. For simplicity and illustrative 
purposes not all historic drill historic holes are shown.
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Hole KN19-08

450m  stratigraphically above KN18-07

arsenopyrite
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Hole KN19-06

450m  stratigraphically above KN18-07

arsenopyrite
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Hole KN19-07

450m  stratigraphically above KN18-07

arsenopyrite



Line of Section and Potential Thrust Fault Traces

Knaften 300 Gold Zone
Envelope around 50+ historic drill holes

Background: Total Field Magnetics

Property
Boundary

8.52 g/t Au (771 ppm As); 0.24 g/t Au (2,460 
ppm As); 0.18 g/t Au (1.4% As); 0.14 g/t Au 

(6,630 ppm As) in boulders 

0.3 g/t Au in talus

1 km

Hole 200818: 50m of alteration +arsenopyrite, anomalous Au

Property continues
northward

Rodingtrask VMS Target
& Cu-Ni Target

Line of Section in Slide 1


